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  Figure English language

Thank you for choosing StoneFloor®, 100 % premium SPC laminate floors. Carefully read the maintenance guide. 
Following these simple rules, you will be able to use the floors of StoneFloor® for a long time, avoiding any complications 
and restoration works. 
 
After installing the SPC laminate, you will have to clean the coatings thoroughly. Do not use any additional products to 
process and protect the top layer. Follow the simple rules described below. 

Clean as the surface becomes dirty.

Start cleaning with the removal of large dirt and dust. Use floor brushes or vacuum 
cleaners with attachments to clean hard surfaces.

Use ordinary water with neutral PH to wash the surface. Do not use caustic 
cleaners, soaps, abrasives or products containing wax or oil. Wet cleaning should 
not be done with abrasive sponges and fabrics.

It is possible to use such devices as steam household cleaners. Hold the lowest 
power on, attach a special coating cap. Do not hold the steam mop in one place 
for a long period of time (more than 5 minutes). How to properly handle such a 
household appliance, you can learn from the instructions for using a steam cleaner.

SPC StoneFloor® Maintenance Guide 

After washing, give the surface some time to dry.
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     Stain removal
Remove stains as soon as possible with a well-wrung, slightly damp cloth. Old stains are much more diffcult 
to remove.
 
Use warm water and a non-abrasive sponge to remove stains from chocolate, juice, wine and fatty foods.
 
Nail polish, resin, markers, pencils, lipstick, ink and cigarette-burned areas should be cleaned with denatured 
alcohol.
 
To remove the candle wax and chewing gum you will need a plastic scraper with rounded edges.
 
Stains from pets (including urine, feces, and vomiting) should be removed within 24 hours to avoid an 
unpleasant odor.      
       Protection
Avoid creating, sand and such compounds as oil or resin, on the floor surface. It is recommended to use 
protective mats on all entrance areas. Do not use rubber mats, as prolonged contact with this material can 
cause stains that are not removable.
 
Avoid prolonged contact of the floor covering with cigarettes, matches or other very hot objects, as this can 
lead to permanent damage.
 
The drawing of heavy objects on the surface of the SPC laminate should be excluded. When moving 
appliances or heavy furniture, it is better to use a sheet of plywood. This will protect the floor surface from 
damages, and you from negative emotions and additional spending.
 
Take care of the appropriate protection of the furniture legs. Use freely rotating, silicone protectors for chairs 
or use a protective mat in the place where you work at the computer.
 
Keep in mind that pets with sharp claws can leave significant scratches on the floor.
 
It is recommended to install silicone or felt protectors on the legs of chairs and tables; Do not use colored floor 
protectors. We remind you that prolonged contact with rubber can lead to stains.

Instruction for the renovation of separate floor parts

If you have a board with defects in the center of your room, it's not an excuse to disassemble the entire 
SPC laminate flooring completely. It will be enough for you to replace this board locally with a similar new one. 
You will need tools such as a ruler, a cutting blade for such surfaces, circular saw, drill, cutters, premium PVC 
glue, press.
 
Define the boundaries on the damaged board at a distance of 3.81 cm from all 4 sizes in width and length. 
Drill holes with a diameter of 5 mm in the corners and in the adapting places of the removal of the board.



 

 

Fix the level of the saw blade to 4.5 mm in the thickness of the pit. Make a corresponding cutout in the center 
of the board and along the contours on the side along the lines of the adaptation strips. Carefully remove 
the damaged board.
 
Pick up a new board, which will be installed instead of one disassembled. Using the knife and the instruction 
on the drawing below, cut off the parts of the landing part of the stud from the sides opposite to the sides of 
the lamellae with the locking projections.

Apply glue on all the projecting parts of the replaced board, and the board that was damaged. Use PVC glue 
of high quality.
 
At an angle of 45ᵒ insert a new board and densely dock with the neighboring ones. Make sure that you have 
removed the leftover adhesive residues with a dry cloth.
 
Put a few heavy books or other objects on the lamella as a press. Allow the glue to get absolutely dry, that 
takes at least 48 hours.

LANDING LOCK SPIKES

CUT OFF

LOCKING LUGS - DO NOT CUT

END LOCK

adaptation 
     strips
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